
Bubble Inflator 
Instruction Sheet  

Inflator Hook-Up
1.   Firmly hand tighten inflator to the cylinder valve by turning the handwheel 
     clockwise. Do not use a wrench.
2.  Slowly open the cylinder valve. Cylinder pressure locks inflator in place 
    leak-free.
3. Feed ribbon through guide hole.

Inflator Removal
1.   Close cylinder valve firmly.
2.   Release pressure by pushing down on the push valve or by tilting the
      tilt valve outlet.
3.   Unscrew hand-tight connection and remove inflator from cylinder.

Inflating Latex Balloons

Inflating Foil Balloons

Inflating Bubble Balloons

Push Valve Models
1.   Place the balloon over the Latex Balloon 
      Outlet and press downward.
2.   When balloon has reached the desired 
      size, remove it from the outlet. Tie balloon 
      using Conwin’s Balloon Tying Discs. See 
      other side for instructions.

1.   Slide the tapered filling outlet into neck 
      of the foil balloon and press upward.
2.   When the foil balloon has reached the 
      proper size and pressure, the inflator will 
      automatically shut off the flow of helium. 
      The foil outlet will work on all size and 
      shape foil balloons.

1. Slide the tapered filling outlet into the neck 
   of the Bubble balloon and press upward.

2. While holding the filling outlet, push and 
    hold down the Bubble Button. 

Push Valve Extension Tip
Push Valve Extension Tip presses into Push 
Valve and allows user to inflate valved 
latex balloons, 5-inch latex and entertainer 
balloons. Remove the outlet when inflating 
9-inch and larger latex balloons.

Tilt Valve Models
1.   Place the latex balloon over the 
      tapered flex-tip outlet and tilt valve to 
      inflate balloon.
2.   When balloon has reached desired size, 
      remove it from the outlet. Tie balloon 
      using Conwin’s balloon tying discs. See 
      other side for instructions.

When the seam of the Bubble balloon is 
wrinkle-free the inflator will automatically 
shut off and the Bubble balloon will be 
properly inflated. 
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Related Products

Service & Warranty
For assistance with service & repair issues 
or for warranty information, please visit 
ConwinOnline.com/Support, or call 
(818) 246-9233
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IMPORTANT SAFETY NOTICE: To insure worker safety, cylinders should always be secured in the work area and during transportation. Conwin’s Cylinder 
Safety Stand, Cylinder Safety Wall Bracket, and Cylinder Hand Truck secure all size cylinders and meet required safety standards.

Stretch the balloon and ribbon around 
the post.

Slide the disc over the neck of the 
balloon.

For a finishing touch, curl the ends of 
the ribbons.

Get inspired & grow your business!
Learn a variety of new techniques and design tips from five of the balloon 
industry’s top instructors. Jodie Norris, Dee White, and Sue Marston-Weston, 
renowned European designers, showcase the latest trends in combining non-
round balloons with classic balloon decor, while Linda Bruce and Steven 
Mayhew, two innovative designers from the USA, feature a variety of best-
selling arrangements.

From fantasy flowers to balloon walls, each of the 15 step-by-step designs are 
clearly presented with easy to follow instructions. After mastering the new 
designs, you’ll be ready to make professional client presentations with the 
twenty-four Portfolio Builder images included inside.

Discs available in convenient 100 packs and 1000 packs from your Conwin distributor.

Learn More at
ConwinOnline.com

Balloon Decor Master Series DVD Set (Volumes 1-3)

Conwin Balloon Tying Discs The Fast and Easy Way to Tie Latex Balloons!

DVD Set Includes:

•  3 DVDs with 15 Step-by-Step Designs 
•  24 New 8.5” X 11” Portfolio Builders 
   (Series 6, 7 & 8) printed on 8.5 X 11”
    heavy weight glossy stock.
•  Interactive DVD-Rom with Web Links
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Cylinder Safety Stand
The cylinder safety stand features two velcro® 
safety belts to support all size cylinders. A 
must for worker safety in the shop and on the 
job. Durable steel construction.

Cylinder Wall Bracket
An economical solution in any work area. 
Mounts to the wall and secures any cylinder 
with a Velcro® safety belt.

Cylinder Hand Truck
The new Cylinder Hand Truck is easy to 
assemble and offers the flexibility to upgrade 
to a 4-Wheel model with the purchase of a 
2-Wheel Add-On Carriage at any time!

Item # 30120 Cylinder Hand Truck  •  Item # 49822
2-Wheel Add-On Carriage  •  Item # 49823

Item # 30100
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